Pages 1, 2, and 3 include special instructions for connecting this new wiring system to a stock instrument cluster. 
NOTE: If you are using after market gauges, use the universal instructions on page 4 of this kit along with the specific gauge manufacturer’s instructions for connection of their gauges. 


Use the text below and the proper diagram for your application on pages 2 or 3 to complete your dash cluster connections. 


CONNECTOR D - Plug this connector into the mating connector B on the dash harness (bag G) and connect wires as follows: 

Wire Color Function Stock Circuit Board Connection 

DK BLUE Right Turn Lamp Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector A in the appropriate location as shown on pages 2 or 3 
depending on your year and application. 


LT BLUE Left Turn Lamp Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector Ain the appropriate location as shown on pages 2 or 3 
depending on your year and application. 


LT GREEN Hi Beam Lamp Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector Ain the appropriate location as shown on pages 2 or 3 
depending on your year and application. 


DK GREEN Temperature Sender Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector A in the appropriate location as shown on pages 2 or 3 
depending on your year and application. 


DK BLUE Oil Pressure Sender Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector A in the appropriate location as shown on pages 2 or 3 
depending on your year and application. 


GREY Instrument Lamps Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector Ain the appropriate location as shown on pages 2 or 3 
depending on your year and application. 


TAN Fuel Sender Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector A in the appropriate location as shown on pages 2 or 3 
depending on your year and application. 


CONNECTOR E - Plug this connector into the mating connector A on the dash harness (bag G) and connect wires as follows: 


Wire Color Function Stock Circuit Board Connection 

TAN Brake Lamp Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector A in the appropriate location as shown on pages 2 or 3 
depending on your year and application. 

PINK 12v Ignition (2 Locations) Route these wires to the circuit board and cut to length. Install terminal B, and plug into connector A in the appropriate locations as shown on 
pages 2 or 3 depending on your year and application. 

BLACK Ground Route this wire to the circuit board and cut to length. Install terminal B, and plug into connector A in the appropriate location as shown on pages 2 or 3 


depending on your year and application. 


CONNECTOR F - Plug this connector into the mating connector C on the dash harness (bag G) and connect wires as follows: 
This connector is only used when using an aftermarket electronic speedometer. Follow the manufacturer’s instructions when installing these wires. If you are 
using a stock or mechanical aftermarket speedometer, you may discard this connector and wires, as they will not be used for your installation. See page 4 of 
this instruction sheet for more detailed information regarding the colors of the wires and their installation. 


LOOSE WIRES 

Wire Color Function Tach Connection 

WHITE Tachometer If your car has factory tach and gauges or an aftermarket tach, plug this loose wire into connector E as shown on page 2 maintaining color continuity with 
the white “coil tach” wire on the mating dash connector. For a factory application, route this wire to the circuit board and cut to length. Install terminal B, and 
plug into connector Ain the appropriate location as shown on page 2. In an aftermarket application, connect this wire to the “signal” terminal on your tach. 

BROWN Alt. Ign. This factory generator warning lamp wire is only used on a non-gauge, factory warning lamps application. Plug this loose wire into connector E as shown on 


page 3 maintaining color continuity with the brown “alternator ignition” wire on the mating dash connector. Route this wire to the circuit board and cut to 
length. Install terminal B, and plug into connector A in the appropriate location as shown on page 3. 
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TYPICAL AFTERMARKET GAUGE CONNECTIONS Below are some general instructions for hooking up an electric 
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